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CORROSION 6MM
& RESISTANT MAT'L - EMM
i , 4MM
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O\ NOTES: 22MM
~— 13MM DIA.
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v Al 1. VERTICAL SPACING - 4@5MM 0.C
2.STEPS TO PROTUDE 125MM FROM AMM R
FACE OF STRUCTURE WALL, AND
SECTION SHALL WITHSTAND A 136 KG - 21MM
LTIV LOAD WHEN INSTALLED. 30
3. PORTION OF ALUMINUM STEP SECTION

ENCAPSULATED STEEL STEP

EMBEDDED IN CONC. SHALL BE
COATED WITH BITUMINOUS

ASBESTOS FILLED ALUMINUM
PIGMENTED COATING,

75MM\’§

ALUMINUM STEP

MANHOLE STEPS

STANDARD MANHOLE
RING & COVER

USE FOUR 9.5mm ANCHOR M
BOLTS TO BOLT FRAME / )cg | MANHOLE BREAK POINT

TO SPACER USE ROPE
MASTIC SEAL BETWEEN
FRAME & SPACER

ECCENTRIC TAPER UNIT

MANHOLE STEPS ALONG
VERTICAL WALL.

NOT TO BE PLACED OVER
EFFLUENT OR INFLUENT PIPE
SEE STEP DETAIL

0-RING OR BUTYL ————/

RISER UNIT

600mm , 500mm MAX.

L/ N\

L 600mm, 900mm

’ OR 1200mm(1200mm ONLY FOR 1500mm MH.)
ALL LIFT HOLES WHICH COMPLETELY

T L PENETRATE THE MANHOLE SHALL BE

) 12 mm DI ZE{:SI[]’E'D WITH NON-SHRINKING

== (OR 1500mm DIA. A
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BASE UNIT BRICK MORTAR INVERT 7 .
OR PRECAST INVERT

MEETING SPECIFICAITONS

» ~€——125mm TYP.

\— 150mm BEDDING
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STANDARD PRECAST CONCRETE MANHOLE
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